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Turn challenges into
highlights.

Powered by Kompass Technology, Kololux K6 and K8 Projectors
offer 360° rotation of elliptical beams while remaining factory
sealed. This simplifies installation by allowing beam adjustment
independent of the mounting surface, effortlessly illuminating
angled and curved architectural features, sculptures, and natural

elements.







Easily illuminate angled and curved
architectural features, sculptures,
and natural elements.



Providing flexibility in difficult mounting
applications, the Kololux K6 and K8 projector can
also be mounted on angled surfaces while still
providing vertical or horizontal illumination.






Target features easily
with a simple turn of the
wrist

Precise adjustment is achieved using an allen key to rotate one of

four elliptical beams through 360°.
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RGBW, RGBA and Tunable and Static Wt
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RGBW with Royal Blue

Creates a stunning saturated color palette.
The inclusion of Royal Blue gives the ability
to create deep rich pinks and purples that are
difficult to create with a standard RGB light
engine. The inclusion of a 4,000 K white LED,
creates high-quality whites with mid-to-high
CRI values, that cannot be achieved with a
traditional RGB light engine. The 4,000 K can
also serve as a tool to dilute the saturation of
colors where required. The RGBW with Royal
Blue is perfect for dynamic displays with high
visual impact.
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Tunable White ( Variable 2,700 K to 6,500 K)

Lumascape’s tunable white color palette
allows designers to create lighting schemes
where color temperatures can change. This

provides the ability to create different moods
and atmospheres, and is a useful feature in
dynamic environments where lighting needs to
change throughout the day, such as art galleries,
museums, or retail spaces.
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lite options for the perfect color and CCT

RGBA with Mid Blue and PC Amber

With its Mid Blue, the RGBA color palette
surpasses all other light engines for the
creation of a full spectrum of softer pastel
lighting effects. Beautiful cyan and turquoise
colors are a real highlight. The addition of PC
amber has several benefits, including its ability
to produce incredible burnt oranges and golds,
and the ability to create high CRI whites of
any CCT. RGBA with Mid Blue and PC Amber is
perfect for creating warm and inviting lighting
environments. which bring depth to heritage
facades, cosier, and more inviting lighting
schemes.
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Static White (2,700 K to 5,000 K)

Offers lighting designers the flexibility to choose
from multiple color temperatures ranging from
2,700 Kto 5,000 K. This range makes it easier to
find the perfect color temperature to illuminate

architectural features or other static installations.

The different color temperatures can be used
to enhance the texture, depth, and character of
these spaces, creating a unique and immersive

experience.




Kololux K8 Projector.

> 16,460 Im
<161TW
Powersync: Foundation (Dali/0-10V/Non-Dim):
16,460Im 14,600 Im
161W 131W
103 Im/W MIm/W
powersync

DMX (protocol) control and power over a single cable allowing
addressing and granular control of every luminaire

Foundation
DALI, 0-10V and non-dim control options of luminaires.

@i Q) X

- IP66/67 (Passes IP68)
« IK9

«Low Voltage and Mains Voltage Options
(International) 220 to 240 Vac, 50 Hz

(North America) 120/277 Vac, 60 Hz
(International and North America) 30-48Vdc

Static White
(2700-5000K)

Tunable White
(2700 to 6500K)

g% RGBWw Royal RGBA w Mid Blue
Blue ' and PC Amber

Kololux K6 Projector.

> 8,250 Im
<84 W
Powersync: Foundation (Dali/0-10V/Non-Dim):
8,250 Im 7,440 Im
84W 70W
100Im/W 106 Im/W
powersync

DMX (protocol) control and power over a single cable allowing
addressing and granular control of every luminaire

Foundation
DALI, 0-10V and non-dim control options of luminaires.

@ Q) X

« IP66/67 (Passes IP68)
« IK10

-Low Voltage and Mains Voltage Options
(International) 220 to 240 Vac, 50 Hz

(North America) 120/277 Vac, 60 Hz
(International and North America) 30-48Vdc

Static White
(2700-5000K)

Tunable White
(2700 to 6500K)

g% RGBWw Royal RGBA w Mid Blue
Blue ' and PC Amber
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Rotation of elliptical
beams through 360°

Y opticlear”

Exceptional optical
purity and load
strength

Powersync K8 (161W)

16,460Im | 103 Im/W
Powersync K6 (84W)
8,250 Im | 100Im/W

g cooldrive”

Integrated active
thermal
management
system

Z microantileach”
Factory installed, 100%
water-tight cable entry

that blocks moisture from
entering the luminaire.

Accessories inc. louver,  Optional 3G rated
30° visor and snoot. bracket

2 humantouch”
Reduces external glass

temperatures to human-friendly
levels for public spaces

‘. easyglow”
Visual comfort technology to reduce

contrast while still achieving maximum
light output

Factory sealed IP66/67
(passes IP68)

Premium
designer optics
as standard

for virtually no
color-over-angle
separation

Kololux K6: IK10
Kololux K8: IK9

| powersync”

e @) X

Integrated control options
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Low Voltage and Mains Voltage Options
(International) 220 to 240 Vac, 50 Hz

(North America) 120/277 Vac, 60 Hz
(International and North America) 30-48Vdc



Kololux K& Pendant
> 16,460 Im
<161TW

Kololux K6 Pendant
> 8,250 Im

<84 W
Powersync: Foundation (Dali/0-10V/Non-Dim): Powersync: Foundation (Dali/0-10V/Non-Dim):
8,250 Im 7,440 Im 16,460 Im 14,600 Im
84W 70W 161W 131W
100Im/W 106 Im/W 103Im/W 11 Im/W
powersync powersync

DMX (protocol) control and power over a single cable allowing

DMX (protocol) control and power over a single cable allowing
addressing and granular control of every luminaire

addressing and granular control of every luminaire

Foundation Foundation
DALI, 0-10V and non-dim control options of luminaires. DALI, 0-10V and non-dim control options of luminaires.

®at> Q) § axie Q) X

- |IP66/67 (Passes IP68) - IP66/67 (Passes IP68)

« IK10 « IK9

«Low Voltage and Mains Voltage Options «Low Voltage and Mains Voltage Options

(International) 220 to 240 Vac, 50 Hz (International) 220 to 240 Vac, 50 Hz

(North America) 120/277 Vac, 60 Hz (North America) 120/277 Vac, 60 Hz

(International and North America) 30-48Vdc (International and North America) 30-48Vdc
Tunable White Static White Tunable White Static White
(2700 to 6500K) (2700-5000K) (2700 to 6500K) (2700-5000K)
RGBW w Royal : RGBA w Mid Blue , RGBW w Royal RGBA w Mid Blue

Blue and PC Amber ' Blue and PC Amber




Kololux K8 Pendant
with Cross Hatch Louver

Kololux K6 Pendant with
Cross Hatch Louver



Precision and Performance

Delivering over 1,169,800 candelas and up to 16,460 lumens the Kololux is a high
performing projector. With 7 symmetrical beams including a 4.5° beam and 4 elliptical
beams which can be rotated in multiple configurations the Kololux can provide precise

illumination in the most challenging of environments.

Kololux K6
688,100 cd
8,250 Im

< 84W
@4000K

Kololux K6 Projector

1fc
1fc (10 lux)
(10 lux) @ 859’
@ 695’ (262m)
1fc (212m)
(10 lux)
1fc )
1fc 1fc @ 393
1fc (10 lux) 1fc  (120m
(10 lux) (101';;‘,) (@1@02'8;,) @ 259 (10 qu)( )
@144’ @ (79m) @278
(53m) (64m) 1fc
(44m) 1fc 185m)
\ \ 1 | 1fc (10 lux) (10 qu’
f I \ I \ (101ux) & gg @127
@82 (gomy  (39m)
(25m)
I (I | . I 0 ’ ’ ' P ' ‘
(L2855 28,720 41,455 62,843 6,491 9,356 15862 72,499 144,200 452,500 688,100 cd
7,532 7,567 7,486 7,500 7,383 7,475 7,497 8,037 8,250 8,090 7,040 Im
A \ \ \
[ [ [ 1T |
i @ ! ¥ | . ) 4 ® 0 i | ' l .
WK MK LK NK WF WD ME NM NR NX VN
60° x 20° 40° x 20° 60° x 10° 40° x 10° 65° 45° 30° 15° 10° 5° 4.5°



Kololux K8

1,169,800 cd

16,460 Im
<161W
(@Z10[6]0]

Kololux K8 Projector

1fc
1fc (10 lux)

K8 (10 lux) @1122°
@994’ (342m)
1fc  (303m)

1fc 1fc 1o 1fc (10 lux)

(10 lux) (10 lux) 1fc (10 1ux) - (10 lux) @ 564

@ 206 @ 249° (10 lux) et 10 (10 1) @396 (172m)

63m (76m) @ 295 o 1fe (101w gigs (121M)

—— I (90m) \ (101) @137 (5gm)

@118 (42m)
(36m)

Fw 9% y 9% s ¢ ¢ 1 1| 1 '
39,976 58,117 82,735 125,038 13,206 18,459 31,789 147,146 297,400 919,800 1,169,800 cd
15,322 15,358 15,267 15,212 15,099 15202 15226 16,325 16,460 16,290 13,270 Im

I \ I I

! 9 109 v ] ® @ 9 1 ' ‘ ’
WK MK LK NK WF WD ME NM NR NX VN
60° x 20° 40° x 20° 60° x 10° 40° x 10° 65° 45°  30° 15°  10° 5 45°



K8 Projector K8 Cross Hatch Louver

can be used with Snoot or 30° Visor

K8 30° Visor K& Snoot



K6 Projector K6 Cross Hatch Louver

can be used with Snoot or 30° Visor

K6 30° Visor K6 Snoot



Pole /Wall Arm Installations




Pole Clamp Installations

K6 - 3G rated Bracket K8 - 3G rated Bracket

(must be used for pole clamp installations) (must be used for pole clamp installations)



ARCHITECTURAL AND FACADE LIGHTING

Learn more. Visit lumascape.com
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